H31/L11 Architectural Screens

Supplied by Orsogril UK

Head office / Technical & Sales: Newbridge Industrial Estate, Newbridge, Edinburgh EH28 8PJ

Distribution: Cygnus Point, Black Country New Road, West Bromwich B70 0BD
Tel 0131 441 1255; Fax 0131 441 4161; sales@orsogril.co.uk; www.orsogril.co.uk
Product Types

1. Sterope

2. Pleione

3. Alcione

4. Britosterope

5. Merope

6. Talia80

7. Talia80 Vertical

8. Talia100

9. Talia100 Vertical

10. Talia40

11. Danae

12. Dione

13. Potissimum

14. Venustum

1.  STEROPE

Orsogril Sterope: grating with aperture of 62x132mm, made up of 25x2mm vertical flat bars and 5mm diameter horizontal round bars, framed top and bottom

Manufacture & Material

Electrofused steel S235JR

Panel Dimensions

Panels: fabricated to size by Orsogril

Finishing

Either (a) hot dipped galvanized to BS EN ISO 1461: 1999, or

(b) hot dipped galvanized to BS EN ISO 1461: 1999 and polyester powder coated to BS6497 in any standard RAL colour
Installation

Fastenings: panels fixed with M10x25mm stainless steel bolts with domed heads and snap-off security nuts, all stainless steel grade AISI 303

2.  PLEIONE

Orsogril Pleione: grating with aperture of 62x66mm, made up of 25x2mm vertical flat bars and 5mm diameter horizontal round bars, framed top and bottom

Manufacture & Material

Electrofused steel S235JR

Panel Dimensions

Panels: fabricated to size by Orsogril

Finishing

Either (a) hot dipped galvanized to BS EN ISO 1461: 1999, or

(b) hot dipped galvanized to BS EN ISO 1461: 1999 and polyester powder coated to BS6497 in any standard RAL colour
Installation

Fastenings: panels fixed with M10x25mm stainless steel bolts with domed heads and snap-off security nuts, all stainless steel grade AISI 303

3.  ALCIONE

Orsogril Alcione: grating with aperture of 124x132mm, made up of 25x2mm vertical flat bars and 5mm diameter horizontal round bars, framed top and bottom

Manufacture & Material

Electrofused steel S235JR

Panel Dimensions

Panels: fabricated to size by Orsogril

Finishing

Either (a) hot dipped galvanized to BS EN ISO 1461: 1999, or

(b) hot dipped galvanized to BS EN ISO 1461: 1999 and polyester powder coated to BS6497 in any standard RAL colour
Installation

Fastenings: panels fixed with M10x25mm stainless steel bolts with domed heads and snap-off security nuts, all stainless steel grade AISI 303

4. BRITOSTEROPE

Orsogril Britosterope: grating with aperture of 62x132mm, made up of 30x4mm vertical flat bars and 6mm diameter horizontal round bars, framed top and bottom

Manufacture & Material

Electrofused steel S235JR

Panel Dimensions

Panels: fabricated to size by Orsogril

Finishing

Either (a) hot dipped galvanized to BS EN ISO 1461: 1999, or

(b) hot dipped galvanized to BS EN ISO 1461: 1999 and polyester powder coated to BS6497 in any standard RAL colour
Installation

Fastenings: panels fixed with M10x25mm stainless steel bolts with domed heads and snap-off security nuts, all stainless steel grade AISI 303

5. MEROPE

Orsogril Merope: grating with aperture of 124x62mm, made up of 5mm diameter vertical round bars and 25x2mm horizontal flat bars, framed on both sides

Manufacture & Material

Electrofused steel S235JR

Panel Dimensions

Panels: fabricated to size by Orsogril

Finishing

Either (a) hot dipped galvanized to BS EN ISO 1461: 1999, or

(b) hot dipped galvanized to BS EN ISO 1461: 1999 and polyester powder coated to BS6497 in any standard RAL colour
Installation

Fastenings: panels fixed with M10x25mm stainless steel bolts with domed heads and snap-off security nuts, all stainless steel grade AISI 303

6. TALIA80

Orsogril Talia80: louvred grille made up of 50x1.5mm three times flanged to louvre shaped flat bars placed at 46mm centres and 4mm diameter round bars, framed on both sides

Manufacture & Material

Electrofused steel S235JR

Panel Dimensions

Panels: fabricated to size by Orsogril

Finishing

Either (a) hot dipped galvanized to BS EN ISO 1461: 1999, or

(b) hot dipped galvanized to BS EN ISO 1461: 1999 and polyester powder coated to BS6497 in any standard RAL colour
Installation

Fastenings: panels fixed with M10x25mm stainless steel bolts with domed heads and snap-off security nuts, all stainless steel grade AISI 303

7. TALIA80 VERTICAL

Orsogril Talia80: louvred grille made up of 50x1.5mm three times flanged to louvre shaped flat bars placed at 46mm centres and 4mm diameter round bars, framed top and bottom

Manufacture & Material

Electrofused steel S235JR

Panel Dimensions

Panels: fabricated to size by Orsogril

Finishing

Either (a) hot dipped galvanized to BS EN ISO 1461: 1999, or

(b) hot dipped galvanized to BS EN ISO 1461: 1999 and polyester powder coated to BS6497 in any standard RAL colour
Installation

Fastenings: panels fixed with M10x25mm stainless steel bolts with domed heads and snap-off security nuts, all stainless steel grade AISI 303

8. TALIA100

Orsogril Talia100: louvred grille made up of 69x1.5mm three times flanged to louvre shaped flat bars placed at 46mm centres and 4mm diameter round bars, framed on both sides

Manufacture & Material

Electrofused steel S235JR

Panel Dimensions

Panels: fabricated to size by Orsogril

Finishing

Either (a) hot dipped galvanized to BS EN ISO 1461: 1999, or

(b) hot dipped galvanized to BS EN ISO 1461: 1999 and polyester powder coated to BS6497 in any standard RAL colour
Installation

Fastenings: panels fixed with M10x25mm stainless steel bolts with domed heads and snap-off security nuts, all stainless steel grade AISI 303
9. TALIA100 VERTICAL

Orsogril Talia100: louvred grille made up of 69x1.5mm three times flanged to louvre shaped flat bars placed at 46mm centres and 4mm diameter round bars, framed top and bottom

Manufacture & Material

Electrofused steel S235JR

Panel Dimensions

Panels: fabricated to size by Orsogril

Finishing

Either (a) hot dipped galvanized to BS EN ISO 1461: 1999, or

(b) hot dipped galvanized to BS EN ISO 1461: 1999 and polyester powder coated to BS6497 in any standard RAL colour
Installation

Fastenings: panels fixed with M10x25mm stainless steel bolts with domed heads and snap-off security nuts, all stainless steel grade AISI 303

10. TALIA40

Orsogril Talia40: louvred grille made up of 50x1.5mm three times flanged to louvre shaped flat bars placed at 92mm centres and 4mm diameter round bars, framed on both sides

Manufacture & Material

Electrofused steel S235JR

Panel Dimensions

Panels: fabricated to size by Orsogril

Finishing

Either (a) hot dipped galvanized to BS EN ISO 1461: 1999, or

(b) hot dipped galvanized to BS EN ISO 1461: 1999 and polyester powder coated to BS6497 in any standard RAL colour
Installation

Fastenings: panels fixed with M10x25mm stainless steel bolts with domed heads and snap-off security nuts, all stainless steel grade AISI 303

11. DANAE

Orsogril Danae: grating with aperture of 42x132mm, made up of 25x2mm vertical flat bars and 4mm diameter horizontal round bars, framed top and bottom

Manufacture & Material

Electrofused steel S235JR

Panel Dimensions

Panels: fabricated to size by Orsogril

Finishing

Either (a) hot dipped galvanized to BS EN ISO 1461: 1999, or

(b) hot dipped galvanized to BS EN ISO 1461: 1999 and polyester powder coated to BS6497 in any standard RAL colour
Installation

Fastenings: panels fixed with M10x25mm stainless steel bolts with domed heads and snap-off security nuts, all stainless steel grade AISI 303

12. DIONE

Orsogril Dione: grating with aperture of 42x44mm, made up of 25x2mm vertical flat bars and 4mm diameter horizontal round bars, framed top and bottom

Manufacture & Material

Electrofused steel S235JR

Panel Dimensions

Panels: fabricated to size by Orsogril

Finishing

Either (a) hot dipped galvanized to BS EN ISO 1461: 1999, or

(b) hot dipped galvanized to BS EN ISO 1461: 1999 and polyester powder coated to BS6497 in any standard RAL colour
Installation

Fastenings: panels fixed with M10x25mm stainless steel bolts with domed heads and snap-off security nuts, all stainless steel grade AISI 303

13. POTISSIMUM

Orsogril Potissimum: grating with apertures of 11x76 / 15x76 / 17x76 / 22x76 / 25x24 / 25x76 / 34x76 / 34x100mm, made up of flat bars ranging from 25x2 to 70x4mm and 4 / 5 / 6mm diameter round bars, framed

Manufacture & Material

Electrofused steel S235JR

Panel Dimensions

Panels: fabricated to size by Orsogril

Finishing

Either (a) hot dipped galvanized to BS EN ISO 1461: 1999, or

(b) hot dipped galvanized to BS EN ISO 1461: 1999 and polyester powder coated to BS6497 in any standard RAL colour
Installation

Fastenings: panels fixed with M10x25mm stainless steel bolts with domed heads and snap-off security nuts, all stainless steel grade AISI 303

14. VENUSTUM

Orsogril Venustum: grating with apertures of 11x100 / 15x100 / 17x100 / 22x100 / 25x24 / 25x100mm, made up of flat bars ranging from 25x2 to 50x3mm and 5mm square (note: not twisted) bars, framed

Manufacture & Material

Electrofused steel S235JR

Panel Dimensions

Panels: fabricated to size by Orsogril

Finishing

Either (a) hot dipped galvanized to BS EN ISO 1461: 1999, or

(b) hot dipped galvanized to BS EN ISO 1461: 1999 and polyester powder coated to BS6497 in any standard RAL colour
Installation

Fastenings: panels fixed with M10x25mm stainless steel bolts with domed heads and snap-off security nuts, all stainless steel grade AISI 303

